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IEEE 802.11g USB adapter : 54 Mbps

A. Palm size

a. Body: 86 mm L* 62 mm W* 17 mm H

b. Easy to carry

B. Long range connection

a. Indoor 130 ft (40 m), outdoor (LOS, Light-Of-Sight) 1000 ft (310 m) at 11Mbps

b. Indoor 80 ft (25 m), outdoor (LOS, Light-Of-Sight) 200 ft (60 m) at 54Mbps

C. Compatible with all IEEE 802.11b/g devices

Flexible placement to fit in different environment

�  Stand on the table

�  Mounted on the wall

High sensitivity antenna system

�  Support receiving diversity

�  Two 3D Inverted-F antennas

Easy installation, management and maintenance

�  Provide user-friendly Web-based management

�  Automatic detect network environments and set proper IP address

�  Upgrade firmware through Ethernet or wireless

WL-160g
ASUS WL-160g wireless LAN USB2.0 Adapter

Ethernet interface � USB2.0 interface, compatible to USB1.1

Data Rate � 802.11g:Auto Switch  6 Mbps / 9Mbps / 12Mbps /

18Mbps / 24 Mbps / 36 Mbps / 48Mbps / 54Mbps 

� 802.11b:Auto Swtich  1 Mbps / 2Mbps / 5.5Mbps /

11Mbps

Modulation � OFDM, DSSS

Technology � 802.11b/g supported by high speed USB

transmission

RF Output Power � 15 ~ 18 dBm (at nominal temperature range)

Antenna � Support receiving diversity

� Two high sensibility Inverted-F antennas with

omni-directional radiation in horizontal polarization

Range � Indoor: 40m~ 100 m

� Outdoor: 100 m~ 350m

� The range may vary by different environment

Receiver Sensitivity � PER< 8% @ length=1024 octets  (at nominal

temperature range)

� 54Mbps : -68dBm~65dBM

� 11Mbps: -82 ~ -85 dBm; 5.5Mbps: -85 ~ -88 dBm 

� 2 Mbps: -88 ~ -91 dBm; 1 Mbps: -91 ~ -93 dBm

Operating Frequency � 2.412-2.462 GHz (N. America); 2.412-2.484 GHz

(Japan); 2.412-2.472 GHz (Europe ETSI); 2.457-

2.462 GHz (Spain); 2.457-2.472 GHz (France) 

Security � 64/128-bit WEP; each includes 4 user-defined

keys

Utilities � Mobile control center: Integrate all tools and

indicate real time status information on system tray

� Wireless setting: Diagnose and configure your

wireless network settings with on-line trouble

shooting feature.

� Mobile manager: Support automatic roaming and

network reconfiguration between different

locations

� Site survey: Explore your wireless networking

topology through a handy way

� Live Update: Download the newest driver and

utilities from Internet

LED Indicators � Power, Link, Activity

Operating Temperature� 0 ~ 55ûC

Storage Temperature � -20~ 70ûC

Humidity � 5~95% (non-condensing)

Emissions � ETS 300 328 and ETS 300 826; CE Mark; FCC

Part 15C, Section 15.247

Size � 86 mm L* 62 mm W* 17 mm H

Warranty � 2 Year Limited Warranty

SpecificationsFeature

The WL-160 USB adaptor incorporated the OFDM modulation design to

boost data transfer rate from IEEE802.11b's 11Mbps to 54 Mbps of the

IEEE802.11g. The all-new Asus USB adaptor also laverages advanced

features and utilities for easy WLAN management and ultimate

networking security.


